SUBMITTAL SHEET

CAMM
COMBUSTION AIRFLOW MANAGEMENT MODULE

PHYSICAL SPECIFICATIONS

Signal Connections. High and low pressure, 1/8" FPT.

Electrical Connections. External terminal strip with plug-in connectors.
Enclosure. NEMA 1 aluminum enclosure.

Weight. 4.1 Ibs.

DIMENSIONAL SPECIFICATIONS

PROGRAMMING
5 X 20 LCD DISPLAY PUSHBUTTONS
STATUS LEDS HINGED COVER 1/8" FPT INPUT
SIGNAL CONNECTIONS
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PURGE INTERRUPT (MOMENTARY DRY CONTACT)
GROUND FOR TERMINAL 17

TRANSMITTER OUTPUT 1 (FLOW)
TEMPERATURE OUTPUT 2
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SIGNAL COMMON FOR TERMINALS 1 & 2 NET B
ABSOLUTE PRESSURE OUTPUT 3 NO
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SIGNAL COMMON FOR TERMINALS 4 & 5 NC
24 VDC FOR 2 WIRE TEMP TRANSMITTER NO
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* SPECIAL FUNCTION INPUT
SIGNAL COMMON FOR TERMINALS 8 & 9
EXTERNAL PURGE START (MOMENTARY DRY CONTACT)

AUTO—purge
COoM MAIN AIR VALVE (SV2)
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GROUND FOR TERMINAL 11

MAINTAIN POLARITY UNIFORMITY EARTH GROUND
WHEN CONNECTING MULTIPLE INPUT
TRANSMITTERS TO A COMMON POWER 9 POWER SUPPLY NEUTRAL (—) —

POWER SOURCE.
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POWER SUPPLY LINE (+) * USED ONLY WHEN THIS OPTION IS PURCHASED.
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