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CA STATION ORDERING INFORMATION
Preparer Name: Date:
Company Name: Tag Info:
Phone #: PO#:
Email: Project:

DUCT INFORMATION
Material:
Inside Dimensions: W x H Dia.
Wall Thickness:
Insulated: Yes Thickness External  

No Internal
Max Process Temp: °F °C

Clean Air or Particulates in Air (Dirty Air - Auto Purge is required)

CONSTRUCTION INFORMATION
Casing Temperature Sensing Element

3/16" Carbon Steel (standard) None (standard)
1/4" Carbon Steel Temperature Probe to be supplied by AMC
3/16" 316 Stainless Steel      Probe includes temperature transmitter.
1/4" 316 Stainless Steel Single Point RTD Probe (3 wire, 100 ohm platinum)
Other: Single Point T/C Probe

Multi Point (3) T/C Probe
Air Straightener Choose Thermocouple type below:

1" x 3" deep, 22 ga, Carbon Steel (std, 5000 FPM) Thermocouple, Type "K"
Carbon Steel, welded every node, (8000 FPM) Thermocouple, Type "E"
Stainless Steel (5000 FPM) Thermocouple, Type "J"
Stainless Steel, welded every node, (8000 FPM) Thermocouple, Type "T"

Bolt Holes Bellmouth
None (standard) None (standard)
Per Customer Drawing, attached Required
AMC Standard

Casing Depth Cleanout Ports
12" (standard) None (standard)
Other: Required

Flange
2" (standard)
Other:
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